






Applicable Accessories

Standard
- Wooden case with accesories
- Dust cover
- Power cord
- User’s manual
On request
- Flat anvil 60 mm
- “V“ anvil 60 mm
- Flat and “V“ double anvil 
- Hardness conversion table
- Printer
- Table to support hardness tester 
Rockwell
- Rockwell C-N indenter
- Rockwell B-T indenter
- Rockwell test blocks C-B-N-T
Vickers
- Vickers 136° indenter
- Vickers test blocks
- Microscope 1216 for Vickers-Brinell measures
Brinell
- Ball penetrator  1 - 2.5 - 5 mm
- Brinell test block for ball 1 - 2.5 - 5 mm
EN-ISO 2039 for plastic
- Ball penetrator 5 mm for EN ISO 2039
- Large clamping base for EN ISO 2039
- Test block for EN ISO 2039 scale

Preload (10 Kgf) 98,07 N - (3 Kgf) 29,4 N
(1  2  2,5  3  5  10  15  20  30  60  100 Kgf)
9,81  19,6  24,5  29,43  49,05  98,1  147,15  196  294,3  588,6  981 N
(10  60  100  150 Kgf) 98,10  588,60  981  1471,50 N

Mode of operation only one single start input without brake to activate automatically: research and contact on test sample plus entire test
cycle phase, autoclamping and insensible to deflactions during the test cycle

Field of application

Accuracy

Reading resolution

Certificability of direct and
indirect method
Total height capacity

Data output 
Piece selection
Power supply 

Net weight

Rockwell HRC A D B F G L M R
Superficial Rockwell HRN+HRT

Brinell HB 30, HB 10, HB 5, HB 2,5, R Kgmm2

EN-ISO 2039

Max load of test piece

Feasible tests

Floating head
0,1 HR - 0,1 HB - 0,1 HV ( 0.01 HR unit, at request)
Rockwell - Brinell - Vickers

Conformation standards EN-ISO 6506 / 6507 / 6508 / ASTM-E18 - EN-ISO 2039
from 0 to 50 mm without breach

215 mm
Total depth capacity 190 mm

1000 Kg

Hard - Soft - Ok
RS 232 C

220V  50÷60Hz - 200VA
For all metals: iron, steel, tempered steel, bronze, aluminium and nitriding, cementation, hard facing, plastics
75 Kg

Packing weight
Packing measures

90 Kg
37x60x100 cm

Digital Reading 

Yes

Vickers Knoop loads

Rockwell loads
(3  15  30  45 Kgf) 29,43  147,15  294,30  441,45 NSuperRockwell loads
(5  6,25  10  15,6  25  30  31,2  62,5  125  187,5 Kgf - on request extra 250 Kgf)
49,05  61,3  98,1  153,23  245  294,43  306,5  613  1226  1839 N (on request 2452)Brinell loads

49  132  358  961 N (for plastic, rubber as per EN-ISO 2039 std)
(250 Kgf) 2452,5 N BrinellOptional test loads

Optional accessory:
Clamping base for big or

unstable pieces

Technical characteristics
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